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With FASEP Measuring System
measurement is always correct...

...even if sensor is 
not centered to tyre!

MEASURING SYSTEM
OTHER 

MEASURING SYSTEMS

FASEP
SENSORS 

NO MISTAKES

CONTACT 
CLAMPS

OTHER SENSORS

POSSIBLE MISTAKES

OTHER 
CLAMPS

CONTACT CLAMPS:
JUST INCOMPARABLE!

CONTACT CLAMPS
OTHER

CLAMPS

They are mounted on the same way
both on high and low profile cars
because they measure along the 
vehicle and not across (left-right).

They directly touch on the tyre, 
no adapter for rim 
with limited edge is needed.

Run-out
compensation 
is not needed

α= wheel plane
β= clamp plane

Always
parallel
planes

WHEEL ALIGNMENT

Even if measuring
system is not centered 
to tyre, sensor is still correctly 
parallel to car.

Fasep sensors
only measure
along the car!

are correct becauseMeasurements

(same as 3D systems!)



FASEP 2000 s.r.l.
Via Faentina, 96 - 50032 Ronta (Firenze) ITALY
Tel. +39 055 8403126 - Fax +39 055 8403354

VPH

VPE

VAPS

VAPE

VAPH
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A= 700 mm
A1= 695 mm
A2= 1230 mm
B= 1450 mm 
B1= 1075 mm
C= 760 mm
C1= 1070 mm

VIDEOLOGIC CONCEPT-K VCO-K

OPTION

STANDARD EQUIPMENT

OPTIONAL EQUIPMENT

Rivenditore autorizzato

POSSIBLE MEASUREMENTS

•  Total toe
• Single toe RH and LH
•  Thrust angle (automatic compensation)
•  Camber
•  Caster
•  Caster Swing (selectable at 10 deg or 20 deg)
•  "Live" Caster adjustment
•  King-Pin (S.A.I.)
•  Included Angle
•  Multilink (Toe+Camber+Caster)
•  Thrust Angle (only with electronic turntables)
•  Run-Out compensation
 (single wheel, two wheels, four wheels, push-pull run-out)

•  Toe-out-on-turns
•  Set Back

MAIN FUNCTIONS

•Image bank 
•Cars data bank
•Trucks data bank             
•Customer data bank unlimited
• Zoom
• Printing
• Self calibration
• Self diagnostic
•  Advanced diagnostics program
• Pre-inspection report
• Print-out format selection
• Resume function
• Ride-height related specifications
• Measure Suspension (Jack & Hold)
• Toe-curve (generic)
•  Toe-curve (VAG)
• Engine-cradle adjustment
• Lifter compensation
• Steering at 10 deg
• Steering Wheel centering (1)

TECHNICAL FEATURES

• Power Source 200-240V 50-60Hz
• Power requirement max 500 W
• Wheel Diameter Cars 10-21” - Trucks 17-26”
• Measuring Accuracy 0,01° - 0,1mm
• MEASURING RANGE (WINIRIS/WINTRAX)
   • Total toe ±10°
   • Single toe ±5°
   • Camber ±12°
   • Caster ±30°
  • Lock angle ±40°
   • Stearing angle (1) ±80°
• Computer minimum equipment Celeron
 4 GB Ram or higher
 800 MB available
 Windows 7
• Monitor 19” LCD
• External Interface USB
• Languages 23
• Database 142 brands, over 9500 models
• Max Weight on Turntables Standard 750kg
 Heavy Duty 1000kg
 Electronics 3500kg
• Battery charging time 10 hours
• Battery power reserve 30 hours

(1) electronics turntables required
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For further information 
about this and other 
products, please visit

www.fasep.it


